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Getting Started

• Stage 1: Ensure the shuttle lever is in the park 
position. Press lever down then forward.

• Stage 2: Depress clutch pedal. In order to start the 
engine the clutch pedal must be depressed. 

• Stage 3: Choose the required speed range. 
3 speed ranges (target speeds) each in forward and reverse are 
available. The target speed can be adjusted on the scroll wheel  
from 0.03 and 43 or 53kph.  These can be toggled via the plus 
and minus buttons on the joystick (no.7 on next page).

• Stage 4: Start driving! Select driving direction, with 
shuttle lever. Ground speed can be changed using the command 
grip or foot pedal depending on the selected mode. 

• Stage 5: Acceleration. Your T7 will increase the ground 
speed proportionally to the rate you move the CommandGrip™ 
or driving pedal. Quick movement = quick acceleration. 

• Stage 6: Deceleration. Driving with the foot pedal: rate 
of speed reduction depends on aggressively level set with 
button on ICP. Level 1 is default and always available at key on. 
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Electro-hydraulic remote (EHR) control

Rear hitch

IntelliSteer™ activation/cancel

Headland Turn Sequence (HTS)
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Power shuttle (forward and reverse)

Target speed adjustment

Target speed selection

Cruise control
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The CommandGrip™

5

6

7

The CommandGrip™

New Anti-Jack Knife 
Increased safety on steep terrain as this feature brakes the implement while the 
tractor continues at a fixed speed. 

• Depress forward/reverse button depending on direction of travel
• The activation of the Anti-Jack Knife function is now

shown on IntelliView™ IV screen
• The transmission ratio will now always be

immediately frozen as long as the forward/reverse 
button is depressed

• Press the brake pedal (the tractor moves on while
the implement brakes are activated)

• If the symbol is green as shown (right) the 4wd
engages, transmission is locked and engine speed 
is froze.
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To engage the cruise control feature simply press the ‘C’ button (No. 8) when the 
tractor is moving.  After cruise is engaged pressing ‘C’ will stop the tractor.  If the 
drive pedal is pressed before disengaging tractor will maintain forward speed.  If 
the lever is pushed beyond 50% of its travel in the opposite direction, cruise 
control will be disengaged.  Speed can be temporarily increased by up to 10Kph 
by using the foot throttle. 

Note: Pressing the cruise button for more than 1 second will set the tractors 
current speed as the target speed.  Cruise is suspended if break is applied and if 
exhaust brake is used. 

Cruise Control

Kick-Down Feature

The new Kick-Down feature allows the 
operator to demand maximum engine 
power on take off.

• Press foot pedal or move 
CommandGrip to 100% of its travel

• Engage cruise 

• Kick-Down rapidly changes the 
transmission ratio to allow the 
engine to work at max power level, 
between 1800 and 1900 RPM.
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T7 SWB Auto Command Tier 4B Range Lock

Purpose of Range Lock

Under certain load and speed conditions the transmission may cycle
between range 1 and 2.
• Under high torque load
• Speed between 8-11 Kph

The software engages range 2 to achieve the target speed requested
which can result in a torque load that is too high to maintain. The
tractor will shift back to range 1 until attempting the range shift again.

Activating Range Lock

• The tractor must be either stationary or moving forwards below 4.5 Kph
• Push and hold the 2nd upper function button
• Push the minus button
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Visual Indication of Range Lock

• The IntelliView display will change to
remove target speed 3 when the
range lock is activated.

• Only two target speeds are
selectable.

• Maximum speed in this condition is
12.4 Kph (depending on tyres).

• This is a higher speed than would
normally be achieved while in range
1 under standard operation.

• Greater flexibility to operate at a
higher forward speed with high
torque loads.

Deactivating Range Lock
• The tractor must be either stationary or moving forwards below 4.5 Kph.
• Push and hold the 2nd upper function button.
• Push the plus button.
• The display will change to show Target 3 available again.
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ICP Intuitive Control Panel

Constant engine speed: press button 1 or 2 actual engine 
speed is saved constant speed function is activated. Fine 
adjustment with arrow keys 

Headland Turning Sequence:
• Recording 
• Automatic or sequential 

control

Hydraulic top link and lift rod 
controls (if fitted)  

Front and rear arms 
raise/lower fine adjust

Auto PTO

Slip control activation

Traction management: automatic or 
permanent engagement of 4wd and diff-lock

Front axle suspension. Locks 
suspension below 12km/h, 
keep button pressed for 3 sec  
toggle between suspension 
stiffness hard/medium/soft

Joystick control selects which 
remotes are operated by the 
joystick 

Deceleration function 

Manual mode M: Turns of the 
ground speed management 
(GSM)
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Additional SideWinder™ II Controls
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Controls under the lid:

Drop rate rear hitch 

Sensitivity draft control system

Height limitation rear hitch

Slip control value [%]

Remote valve configuration – oil flow, 
timer. Push-turn logic 

Lift height limitation front hitch
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Engine droop dial: Adjusts maximum RPM of the 
engine depending on driver/implement 
requirements (positioned as  shown on T7HD and 
behind PTO buttons on T7)

Emergency brake: spring loaded lever the 
further you press the increase the pressure 
on the brakes (T7 HD only) 7



Using Engine Droop Control (EPM)

Maximum 
output 
area

Maximum 
allowable 

engine speed

Auto and Cruise Setting

ERPM

HP

- +

Useable engine 
speed range 

available to tractor 
control logic

Minimum engine 
speed set by hand 

throttle (if required)throttle (if required)

Adjusts the maximum
engine speed available.
A lower speed setting may
limit output but can
reduce fuel usage. Fully
clockwise = max output

NOTE:. The tractor will always try and reduce engine rpm when 
the load allows, even when turned fully clockwise. Using load 
control simply forces a lower engine speed.
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PTO Setting

Minimum 
allowable 

engine speed

ERPM

HP

- +

Engine speed 
set to obtain 

PTO revs

Maximum 
output 
area

Adjusts how much the PTO speed
is allowed to drop before the
tractor forward speed is reduced.
Fully clockwise = strict PTO speed ,
a small load increase will cause
tractor to slow down
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